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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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FPGA in Capture Mode 




NEW 

Frame Storage Buffer 





REFERENCE 
Frame Storage Buffer 



1/* 



FPGA in Update Mode 



FPGA Video Processing 



-W Begin Acquisition 



Raw H-sync Stable 



Raw V-sync Stable 



New Video Rate / 
Message to CPU \ 







ADC Clock Stable 



Video Rate 
Acquired: 
Video Process 
Active 




Video in Standby 

Mode: 
Video Process Idle 



Video H Flywheel 

Active: 
Video Process Idle 





Loss of Video 
Message to CPU 



ADC H-sync Stable 




Y 



Figure 5 



Target Computer 



CDROM 



QQDDDOO 



Remote File Server 




y 6 



\ 



Virtual Floppy- 



Keyboard . ' 

V Digital KVM J 



Additional Remote FPe 
Server used for remote 
CDROM operation. 
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Re Server 




Norma! operation 
involves the use of the 
regular Remote Client 
only. 
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Figure 10 



